BAND-IT BAND, BUCKLES, adelaide

BAND-IT - BAND & BUCKLES
Type 201 stainless steel, band supplied in easy to carry colour coded tote.
WIDTH BAND-IT BAND BAND-IT BUCKLES
PART NUMBER PART NUMBER
6.4mm 36-C202 36-C252
9.5mm 36-C203 36-C253
12.7mm 36-C204 36-C254
15.8mm 36-C205 36-C255
19.1mm 36-C206 36-C256
BAND-IT BAND & BUCKLE TOOL BAND—IT JR TOOLS
TOOL PART Band-It JR Tool - One piece hand tool for Band-
NUMBER / - It preformed clamps. .
Band-It Tool 36-C001 E u JR Adaptors - For use with the Band-It C001
Tool.
TOOLS PART —_
BAND-IT CENTRE PUNCH TOOLS NUMBER &
J001
Toor PART Band-It JR Tool 36-C002
NUMBER . ‘
/| | R Light / Medium | 36001 Nin
Heavy Duty Tool 36-T300 AQ@ = - —
Standard Tool 36-S38 300 $38 JR Medium /Heavy | 36-J050 sl
BAND-IT CENTRE PUNCH CLAMPS -
Centre punch clamps ate easy to install and provide a strong durable hold. (Made from 201 Stainless Steel)
CLAMP ID MM BOX QTY PART NUMBER
9.5mm Band Width
20 100 36-CP3S
35 100 36-CP311S
15.9mm Band Width
25 100 36-CP4S
32 100 36-CP5S
38 100 36-CP6S
45 100 36-CP7S
51 100 36-CP8S
57 100 36-CP9S
63 50 36-CP10S
70 50 36-CP11S
76 50 36-CP12S
89 50 36-CP14S
102 25 36-CP16S
114 25 36-CP18S
127 25 36-CP20S
152 25 36-CP24S
178 25 36-CP28S
203 25 36-CP32S

All Dimensions are Nominal 1



BAND-IT PREFORM CLAMPS &

ULTRALOCK

adelaide
belt & hose

BAND-IT JR PREFORMED CLAMP

Band-It JR preformed clamps are made from type 201
stainless steel. Application requires no
hammering or ctimping. The clamps are
automatically locked under tension with
one simple lever action.

BAND-IT ULTRA-LOK

Ultra-Lok are made from 201 stainless steel, this
clamping system is quick, easy and versatile. Utilising
the UL9000 electric tool to provide effortless and
consistent repeatable clamping. Ideally suited where
assemblies are carried out in volume.

CLAMP ID BOX PRODUCT CLAMPID BOX PART
(MM) QTY CODE QTY NUMBER
6.4mm Band Width x .51 mm Band Thickness 19.1 mm Width Band x .76 mm Band Thickness
5(5)‘46; 188 22‘232 50.8mm 100 36-UL227
34'9 m 36'J ol 69.9mm 50 36-UL210
- J 76.2mm 50 36-UL211
38.1 100 36-J$252
88.9mm 50 36-UL212
50.8 100 36-J$253
=5 0 T 101.6mm 25 36-UL213
88’9 m 36'J o 114.3mm 25 36-UL214
i J 127.0mm 25 36-UL215
9.5mm Band Width x .64 mm Band Thickness 139 7mm 5 36-UL270
206 100 36-JS201 152.4mm 25 36-UL216
25.4 100 36-JS243 165.1mm 25 36-UL217
34.9 100 36-JS202 177.8mm 25 36-UL218
50.8 100 36-]S245 203.2mm 25 36-UL219
63.5 100 36-JS221 228.6mm 10 36-UL228
76.2 100 36-]S246
101.6 100 36-]9248
12.7mm Band Width x .76 mm Band Thickness
31.8 100 36-]S204
4.5 100 36-JS236 BAND-IT ULTRA-LOK TOOL
69.9 100 36-J$230
LOK TOOL CODE
88.9 100 36-]S247
101.6 100 3615249 Ultra-Lok Electric 36-UL9000
. Installation Tool
15.9mm Band Width x .76 mm Band Thickness
38.1 100 36-J8205
445 100 36-]S206
50.8 100 36-]S207
579 100 3615208 BAND-IT MERCHANDISING KITS
5 100 3615209 Scru-Seal - A system of continuous band to be cut to
’ length as required, fit with a Scru-Seal and tension with
19.1mm Band Width x .76 mm Band Thickness 2 screw driver.
50.8 100 36-]8227
DESC. CONTENTS PART
69.9 50 36-]S210 NO.
76.2 50 36-JS211
101’ . " 36J5215 Kit 25 Scru-Seals 25 racks
114.3 25 36-]S214 Scru-Seal Seals 10 Each 36-M211
127 25 36-J8215 Clamp Pack | 3 m of 9.5mm Band 3 | 36-M218
1524 25 36-]5216 Racks, 3 Seals

All Dimensions are Nominal




