THREADED adelaide
COUPLINGS,ADAPTORS, belt & hose

BRASS COUPLINGS - Threaded fittings for suction and discharge lines. (tapered thread)

BSP HOSE ID NUTS & TAILS (FEMALE) LUMP END (MALE)
THREAD MM INCHES| PART NO. PART NO.

0.50” 12| 0507 BRN-012 BRL-012

0.75” 12| 0507 BRN-017 BRL-017 <add-
0.75” 20 | (0.757) BRN-020 BRL-020 k.’
1.00” 12| 0507 BRN-022 BRL-022 =
1.00” 20 | (0.757) BRN-023 BRL-023 N
1.00” 25 | (1.007) BRN-025 BRL-025

1.25” 25| (1.00”) BRN-027 BRL-027

1.25” 32| (1.257) BRN-032 BRL-032

1.50” 32 | (1.257) BRN-037 BRL-037

1.50” 38 | (1.507) BRN-038 BRL-038

2.00” 38 | (1.50”) BRN-047 BRL-047

2.00” 50 | (2.007) BRN-050 BRL-050

2.50” 65 | (250" BRN-063 BRL-063

3.007 76| (3.00”) BRN-075 BRL-075

4.007 100 | 4.00”) BRN-100 BRL-100

POLYPROPYLENE COUPLINGS (Parallel)

For use on suction and discharge lines.

BSP HOSE ID NUTS & TAILS LUMP END (MALE)
THREAD MM INCH PART NO. PART NO.
0.50” 12 0.50” PPN-012 PPIL.-012
0.75” 20 0.75” PPN-020 PPI1.-020
1.00” 20 0.75” PPN-023 PPI1.-023
1.00” 25 1.00” PPN-025 PPIL.-025
1.25” 32 1.25” PPN-032 PPI1.-032
1.50” 38 1.50” PPN-038 PPL-038
2.00” 50 2.00” PPN-050 PPL-050
3.00” 76 3.00” PPN-075 PPL-075
STRAINERS L))
)
HOSE ID GALVANISED POLYPROPYLENE
MM INCH PART NO. PART NO.
32 (1.25”) PPS-032
38 (1.50”) SRH-038 PPS-038
50 2.007) SRH-050 PPS-050
63 (2.507) SRH-063
75 (3.00™) SRH-075 PPS-075
100 (4.00”) SRH-100
150 (6.00”) SRH-150
200 (8.00”) SRH-200

All Dimensions are Nominal 1



